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C O N S T R U C T I O N  

ETHACRYL™ SR 
Polycarboxylate Ether for Concrete Admixtures 
 
 
Breaking the limits of High Slump Retention with high Water Reducing effect:  
 
Ethacryl™ SR is a slump keeping polycarboxylate superplasticizer, designed for High Slump Retention, at 
a very low dosage. It enables the formulator to achieve an excellent control of the fluidity over the time.  
 
Ethacryl™ SR is a new generation of high-performance aqueous dispersant designed for to be used 
alone in concrete applications. Ethacryl™ SR is a high Water Reducing agent (>25%).  
Ethacryl™ SR is a key component for formulating concrete admixtures.  
 
Benefits include productivity, lower costs and improved concrete properties. 
 

 TYPICAL ANALYSIS  

 
Nature: Aqueous solution of Polycarboxylate Ether 
 
Appearance (20°C): Colourless to Yellowish liquid 
 
Solids content (%): 40 
 
pH (20°C): 3.9 
 
Specific gravity (20°C): 1.07 
 
Viscosity (mPa.s, 20°C): 290 
 
Chloride content (%): < 0.01 
 
Alkali content (Na2Oeq): < 1.5 
 

 ADVANTAGES 

 
Ethacryl™ SR features: 
 

 High water reduction ability (above 25%) 
 Effectiveness at low dosage 
 Robustness with Supplementary Cementitious 

Materials  
 High slump retention over the time 
 Easy to formulate 
 Low sticky behaviour 

 
Ethacryl™ SR benefits: 
 

 Increases productivity 
 2 in 1: high Water Reducer & High Slump 

Retention 
 Extend workability 
 Confers good pumpability to concrete 

 

 APPLICATIONS 
 
Ethacryl™ SR being a very efficient slump retention 
additive, it improves the slump retention of the Ready 
Mix Concrete and it is a high water reducer PCE. 
 
This combination helps the Concrete Mix Design to be 
homogeneous all the time until the settlement. 
 
 - Dosage: 0.1 to 2.0 wt % dry/hydraulic binders ratio  
 
In standard conditions, in combination with a 
defoamer, water reduction of 25% is achieved by the 
dual effect of slump retention additive and water 
reducer. 
 
Ethacryl™ SR has been specifically designed for ready 
Mix concrete formulation (Cement content ≈ 
350 kg/m3) 
 
Recommendations:  
Ethacryl™ SR does not contain any defoamer. When a 
specific level of air entrainment is targeted, formulating 
Ethacryl™ SR together with a defoamer is 
recommended. 
 
Anti-synergistic effects have been reported when 
mixing polycarboxylate ethers and polynaphtalene 
sulfonates. 
 



Website: www.coatex.com 

Disclaimer: Please consult Arkema’s disclaimer regarding the use of our products on http://www.arkema.com/en/products/product-safety/disclaimer/ (2018/03/15) 
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 STORAGE 
 
Ethacryl™ SR can present colour variations from 
colourless to slightly yellow. These variations can occur 
in normal storage conditions. They have no influence 
on the product performances.  
 
Ethacryl™ SR should be protected from the effects of 
weathering and stored between 5 and 40°C. 
 
In these conditions, products should be used within 12 
months after delivery. 

 
 

 STANDARD PACKAGING 

 
 Bulk deliveries 
 1 000 l containers 

 
 

 HEALTH & ENVIRONMENTAL DATA 

 
Please refer to the Material Safety Data Sheet. 
 


