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P A P E R  &  B O A R D  

RHEOCOAT™ 27 
Thickener and Water Retention Agent for Paper & Board Coating 
 
 
RHEOCOAT™ is a family of Alkali Swellable Emulsions fitted for all types of coating colors and 
application devices. RHEOCOAT™ are robust and stable emulsions, easy to handle with low skinning 
and foaming tendency and a good resistance to shears.  The RHEOCOAT™ family is VOC free. 
Produced according to the highest standards of quality, security and environmental aspects in an ISO 
certified Coatex plant on four continents. 
 
RHEOCOAT™ 27 helps to keep your process under control…  
 
RHEOCOAT™ 27 is a synthetic rheology modifier allowing a better control of the coating process and 
an improved paper and board qualities. 
 
RHEOCOAT™ 27 is a pre-neutralized emulsion, ready to use and easy to mix into the coating colors. 
 
RHEOCOAT™ 27 provides an outstanding water retention with a moderate thickening effect. 
 

 TYPICAL ANALYSIS  
 
Nature: Acrylic copolymer in aqueous dispersion 
 
Appearance (20°C): Milky White liquid 
 
Solids content (%): 31 
 
pH (20°C): 5 
 
Specific gravity (20°C): 1.07 
 
Brookfield viscosity 25°C/100 RPM: < 200 mPas 
 
Solubility: Complete in water at pH > 7 
 

 ADVANTAGES 

 
Runnability  

 RHEOCOAT™ 27 provides to coating colors a 
superior Water Retention and therefore a good 
solids stability and a better coater run ability. 
 

Cost/Performance ratio 

 RHEOCOAT™ 27 is semi neutralized and have a 
fast thickening effect. It can fit to all types of 
coating kitchens with a short swelling time. 
 

 RHEOCOAT™ 27 avoids the formation of 
agglomerates during coating colors make 
down. It thus decreases the risks of blade 
streaks. 

 APPLICATIONS 
 
RHEOCOAT™ 27 is the thickener of choice for board 
and paper coating applications where the demand 
for water retention is high. 
 
RHEOCOAT™ 27 is the ideal thickener for precoats 
made with coarse pigments. It can compensate for 
the weak water retention levels they naturally provide. 
 
A fine tuning of water retention helps to prevent from 
bleeding while improving the coating colors solids 
stability and coating holdout. 
 
RHEOCOAT™ 27 can be used in coating kitchens 
where the mixing time or agitation are low (ie 
automatic kitchens) 
 
 



 

Website: www.coatex.com 

Disclaimer: Please consult Arkema’s disclaimer regarding the use of our products on http://www.arkema.com/en/products/product-safety/disclaimer/ (2018/11/26) 
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 STORAGE 
 
All pipes and tanks shall be in stainless steel or any 
corrosion resistant material. 
 
RHEOCOAT™ 27 is a concentrated dispersion. To 
prevent the formation of a dried film it is strongly 
advised to avoid prolonged contact to air in the 
system, storage and valves. 
 
RHEOCOAT™ 27 can be irreversibly altered by frost. It 
should be protected from the effects of weathering 
and stored between 5 and 40°C and protected from 
direct sun exposure. 
 
In these conditions, products should be used within 6 
months after delivery. 

 

 STANDARD PACKAGING 

 
 1000 litres containers 
 Bulk 
 
 

 HEALTH & ENVIRONMENTAL DATA 

 
 For safe handling please refer to the Safety Data 

Sheet. 
 
 For more information about food contact 

applications, please contact Coatex. 
 
 


